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HALF JACKET
OVERVIEW

The sleeve type of jacket plug valve has simple structure, rapid opening and closing, small flow
resistance, convenient maintenance, good sealed performance. Widely used in chemical, petroleum, textile,
chemical fertilizer, Hydroelectric power, food, pharmaceutical, paper and other industrial piping system
control.

Compare with general plug valve, jacket plug valve has the advantage of keeping warm and cold. It can
reduce the heat loss of medium in the pipe, and transfer the high viscosity medium which will solidify in room
temperature.

SCOPE OF APPLICATION

Nominal pressure PN1.6~16 mpa, working temperature -29~150 C in the chemical, petroleum, textile,

FULL JACKET

chemical fertilizer, Hydroelectric power, food, pharmaceutical, paper and other various working condition of
pipeline, cut off or connect pipe medium.

SIZE RANGE
DN15~600
MATERIALS

1.4308 1.4306 1.7363 1.4301 GS-C25
PS: Different design standard and selection of materials and non-standard custom, please consult us.

DN DN15 | DN20 | DN25 | DN32 | DN40 | DN50 | DN65 | DN80 | DN100  DN125 | DN150 | DN200 | DN250 | DN300 | DN350 | DN400 | DN450

(w"N)anbio]

150LB| 55 60 80 85 920 120 200 240 505 790 | 1150 | 2350 | 3350 | 4850 | 6250 | 9520 | 13550

300LB| 60 65 85 95 110 130 250 360 650 | 1250 | 1850 | 2950 | 4250 | 5450 | 7850 | 10250 | 15250

600LB| 65 80 100 120 140 170 280 380 920 | 1650 | 2350 | 3550 | 4850 | 6500 | 9650 | 12500 | 19500
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Class | NPS d L o Cc 9 t f N-®
3/axt/2] 13 [ 108 | 98 | 70 [ 43 | 12 | 16 4-15
1x3/4 | 19 [ 117 [ 108 [ 795 | 51 [ 12 | 16 4-15
1.5x1 | 25 | 127 | 127 [985 [ 73 | 15 | 16 4-15
150LB | 2x1.5 | 38 | 165 | 152 [1205] 92 | 16 | 16 4-19
3x2 | 51 | 178 | 190 [1525] 127 | 19 [ 1.6 4-19
4x3 | 76 | 203 | 229 [190.5] 157 | 24 | 16 8-19
6xa | 102 | 220 | 279 [2415] 216 | 26 | 16 8-22
3/axt/2] 13 | 140 | 117 [ 825 [ 43 | 16 | 16 4-19
1x3/4 | 19 | 152 | 124 [ 89 [ 51 | 18 | 16 4-19
s00up | 1:5x1 | 25 | 165 | 156 [114.5] 73 | 21 | 1.6 4-22
2x1.5 | 38 [ 190 [ 165 | 127 [ 92 [ 23 | 16 8-19
3x2_| 51 | 216 | 210 [168.5] 127 | 29 | 1.6 8-22
4x3 | 76 | 283 [ 254 [ 200 | 157 [ 32 [ 1.6 8-22
Class | NPS d L o Cc g t f N-®
8X6 | 152 | 267 | 343 |29855[ 270 | 29 | 1.6 | 6-22+2-3/4-10UNC
10X8 | 203 | 292 | 406 | 362 | 324 | 31 | 1.6 | 10-25+2-7/8-9UNC
1soLp | 12x10 | 254 | 330 [ 483 [ 432 [ 381 | 32 [ 1.6 [ 10-25+2-7/8-6UNC
14X12 | 305 | 356 | 566 | 476 | 413 | 35 | 1.6 12-29
16X14 | 337 | 686 | 597 | 540 | 470 | 37 | 16 16-29
18X16 | 387 | 762 | 635 | 578 | 533 | 40 | 1.6 16-32
6X4 | 102 | 305 | 318 | 270 | 216 | 37 | / 12-22
8X6 | 152 | 403 | 381 | 330 [ 270 | 42 | / 12-25
10X8 | 203 | 419 | 445 |387.5]| 324 | 48 | / 16-29
300LB | 12X10 | 254 | 457 | 521 | 451 | 381 | 51 / 16-32
14X12 | 305 | 502 | 584 |514.5] 413 | 54 | / 20-32
16X14 | 337 | 762 | 648 |571.5| 470 | 58 | / 20-35
18X16 | 387 | 838 | 711 |6285] 533 | 61 / 24-35
Class | NPS d L o Cc 9 t f N-®
% 13 [ 108 | 89 [605[ 35 | 12 | 16 4-15
% 19 [ 117 | 98 | 70 | 43 | 12 | 16 4-15
1 25 | 127 | 108 [ 795 | 51 | 12 | 1.6 4-15
1% | 32 | 140 | 117 | 89 | 64 | 13 | 16 4-15
150LB | 1% | 38 | 165 | 127 [ 985 | 73 | 15 | 16 4-15
2 51 | 178 | 152 [1205] 92 | 16 | 16 4-19
2% | 64 | 190 | 178 [139.5] 105 | 18 | 16 4-19
3 76 | 203 | 190 [1525] 127 | 19 | 1.6 4-19
4 102 | 229 | 229 [190.5[ 157 | 24 | 16 8-19
A 13 | 140 | 95 [665 | 35 | 15 | 16 4-15
% 19 | 152 | 117 [825| 43 | 16 | 1.6 4-19
1 25 | 165 | 124 | 89 | 51 | 18 | 16 4-19
so00tp |14 | 32 [178 [ 133 [985]| 64 [ 19 [ 16 4-19
1% | 38 | 190 | 156 |1145] 73 | 21 | 16 4-22
2 51 | 216 | 165 | 127 | 92 [ 23 | 16 8-19
2% | 64 | 241 | 190 [ 149 [ 105 | 26 | 16 8-22
3 76 | 283 | 210 [1685] 127 | 29 | 1.6 8-22
Class | NPS d L (0] Cc 9 t f N-®
4 102 | 229 | 229 [1905] 157 | 24 | 1.6 8-19
5 127 | 254 | 254 | 216 | 186 | 24 | 1.6 8-22
6 152 | 267 | 279 [2415] 216 | 26 | 1.6 8-22
8 | 203 | 202 | 343 [2985] 270 | 29 | 1.6 | 6-22+2-3/4-10UNC
150LB | 10 | 254 | 330 | 406 | 362 | 324 | 31 | 1.6 | 10-25+2-7/8-9UNC
12 | 305 | 356 | 483 | 432 | 381 | 32 | 1.6 | 10-25+2-7/8-9UNC
14 | 337 | 686 | 533 | 476 | 413 | 35 | 1.6 12-29
16 | 387 | 762 | 597 | 540 | 470 | 37 | 1.6 16-29
18 | 438 | 864 | 635 | 578 | 533 | 40 | 1.6 16-32
4 102 | 305 | 254 | 200 | 157 | 32 | / 8-22
5 127 | 381 [ 279 | 235 | 186 | 35 | / 8-22
6 152 | 403 | 318 | 270 | 216 | 37 | / 12-22
8 | 203 [ 419 | 381 | 330 [ 270 | 42 | / 12-25
300LB | 10 | 254 | 457 | 445 |387.5[ 324 | 48 | / 16-29
12 | 305 | 502 [ 521 | 451 | 381 | 51 / 16-32
14| 337 | 762 | 584 |514.5]| 413 | 54 | / 20-32
16 | 387 | 838 | 648 |571.5] 470 | 58 | 1/ 20-35
18 | 432 | 914 | 711 |628.5] 533 | 61 / 24-35




